
BASEBALL AND SOFTBALL EQUIPMENT

NEW!

Did You Know??
Bison had its start in 1985 when our employee softball team manager 
complained about the dirty duffle bag and wanted a better way to store 
and transport team bats, balls, scorebooks, and other equipment to and 
from games and practices. 
Co-founder Elmer Wessel designed a better mousetrap that we called 
Fielder’s Choice Baseball and Softball Caddies. 
He approached partner Nick Cusick about marketing the products and a 
new company called Bison Recreational Products was born! 
Fielder’s Choice, sold through independent sales reps, was the 
springboard that launched Bison into the team sports equipment 
industry.
It seems fitting then, decades 
later, Bison is going back 
to its roots, introducing a 
baseball and softball product 
line that it hopes to expand 
in the upcoming years.
Bison customers have come 
to trust Bison for quality team 
equipment and dealers can 
expect the same from our new 
basketball and softball lineup.PROBLEM SOLUTION
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BASEBALL/SOFTBALL FOUL AND FAIR POLES
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Bison Foul and Fair™ Poles are designed to satisfy every level of play from recreational through high school and small college.  
The modular design makes shipping, handling, and installation easy and less costly. Choose from rust proof aluminum or steel, 
and direct bury, pedestal base, or semi-permanent mounting. All poles powder coated with durable high visibility yellow polyester.  
Welded 16" expanded metal wings allow wind to pass through without impacting pole stability and durability. All Bison Foul and 
Fair™ Poles are sold in pairs.

Aluminum Poles
All Bison aluminum Foul and Fair™ Poles are constructed of custom 4" 
square, rust proof 6061-T6 aluminum extrusions with extra internal ribbing 
for rigidity. Wings extend 16” and are fabricated of aluminum flattened 
expanded metal with an aluminum tubular frame. 12' poles are fully 
welded one-piece, 16' poles are 2-piece, and 20' poles are 3-piece with 
dependable connection hardware that adds rigidity to the poles. Choose 
direct bury mounting or semi-permanent removable mounting options.

Steel Poles
All Bison steel Foul and Fair™ Poles are constructed of 4” 
square, 11 ga. steel tubing for excellent stability and lasting 
durability. Steel expanded metal wings with tubular frames 
extend 16" and are designed to reduce wind load. 12' poles 
are fully welded 1-piece, 16’ poles are 2-piece, and 20’ 
poles are 3-piece with heavy connection hardware at the 
connecting points for superior rigidity. Choose direct bury 
or removable pedestal base.

Aluminum Foul and Fair™ Pole
Model Number Height Mounting Style Pole Sections
BBSB12FPDBA 12' Direct Bury 1
BBSB12FPSPA 12' Semi-Permanent 1
BBSB16FPDBA 16' Direct Bury 2
BBSB16FPSPA 16' Semi-Permanent 2
BBSB20FPDBA 20' Direct Bury 3
BBSB20FPSPA 20' Semi-Permanent 3

Steel Foul and Fair™ Pole
Model Number Height Mounting Style Pole Sections
BBSB12FPPBS 12' Pedestal Base 1
BBSB12FPDBS 12' Direct Bury 1
BBSB16FPPBS 16' Pedestal Base 2
BBSB16FPDBS 16' Direct Bury 2
BBSB20FPPBS 20' Pedestal Base 3
BBSB20FPDBS 20' Direct Bury 3

BBSB08FPDBS 
Recreational Foul 
and Fair™ Poles
Perfect for recreational 
fields, these Foul 
and Fair™ Poles are 
constructed of 3½" 
diameter, zinc coated 
steel tubing and are 
finished ready to install 
with a high visibility 
yellow textured polyester 
powder. Poles are 132" 
long allowing for 36" bury 
and 8' of extension above 
the ground. Includes 
matching steel rain cap.

12'

12'

16'

16'

20'

20'

Direct Bury

Direct Bury

Semi-Permanent
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BASEBALL/SOFTBALL BATTING CAGES

Extreme™   
Batting Cages
As the name implies, the frame of this batting 
cage is heavier than most similar cages 
on the market…Uprights are 23/8" OD heavy 
wall galvanized tubing and cross members are 
15/8" OD galvanized tubing • All hardware and 
fittings are galvanized for long life • Extreme™ 
batting cages are 12' (w) x 12' (h) x 70' (l) with 
uprights spaced on approximately 10' centers 
• Mesh is 4mm knotless PE with 11/8" squares 
so the cage can be used for a wide variety of 
sports practice including golf • Netting has a 
hook and loop closure walk through opening on 
one end for entry and is suspended from the 
framework with spring clips provided • Choose 
from Direct Bury uprights that mount in 36" deep 
concrete footings, 
(BBSBCAGE1270DB), 
or Pedestal Mount 
that have an 8" square 
base mounting plate 
that allows attachment 
to concrete slabs with 
customer supplied 
concrete anchors, 
(BBSBCAGE1270PM).

BBSBCAGE1270I Indoor Multi Sport  
Cages
Ideal for baseball, softball, golf, tennis, or other sport 
practices indoor…Provides safety protection from other 
simultaneous activities in the facility • Mesh is knotless 11/8" square 
black PE • Cage mesh is suspended from a 15/8" galvanized steel 
pipe frame with cast iron connector fittings • Entire cage assembly 
is raised and lowered by means of a ¾" HP, 115-volt single phase 
reversible winch and can be operated by key switch or other control 
device • Contact a Bison Product Specialist for design details  
• Cage is 12' (w) x 12' (h) x 70' (I). 

 Multi Sport  Cage 
Operation
Bison Indoor Multi Sport Cages are raised and 
lowered with a ceiling suspended ¾ HP, 110-volt 
power winch • Winch can be operated with a simple 
key switch or using a touchscreen that is capable 
of operating other gym equipmen • Installation of 
Bison Indoor Multi Sport Cages requires experienced 
professional installer.

Key Switch Operation Touch Screen Operation

Premium 4mm 11/8" PE 
Knotless Mesh

Power WInch

Indoor Multi-Sport Cages are Custom designed to match 
building design.

NEW!



BASEBALL/SOFTBALL ACCESSORIES

BBSBSCREENWK 
Wheel Kit for 
Bison Pitcher’s 
Safety Screens
Add 2 wheels to any 
Bison protection 
screen for added 
transport convenience.

BBSBDM Infield Drag Mat
Heavy galvanized steel mat is constructed 
of 3/8" x 1/16" steel and is 72" wide and 36" 
long to make grooming of infield fast and 
efficient • Includes 6' drag bar and rope for 
pulling behind field vehicle or manual use  
• Rolls up easily for storage when not in 
use.

BBSBBASE Premium Molded 
Base Set
Dense foam interior has a permanently 
molded 3/16" thick exterior white rubber cover 
for maximum durability • Galvanized steel 
subframe fits securely in ground anchors 
permanently embedded in the field • Set 
includes three official size 15" x 15" x 3" bases 
with subframes, 3 ground anchors, and 3 
ground plugs for when bases are not in use to 
keep out dirt and rain.

BBSBHPLATE 
Premium 
Molded Home 
Plate Kit
Official size and shape, hard molded rubber  
• White with black edge trim • Galvanized steel 
under carriage • Includes ground anchor that gets 
permanently installed in the field for easy removal of 
home plate.

BBSBPMOUND Four Square 
Pitcher’s Mound
White Shore A 90 durometer molded 
urethane • Official 6" x 6" x 24" size • 4 
usable surfaces to allow rotation to extend 
life even with extraordinary use • Includes 
center tubular steel core to maintain shape 
in all weather.

BBSBLSCREEN Baseball Pitcher’s 
Safety Screen
Protect your pitcher during batting practice either 
on the field or in a practice cage • 7’ x 7’ with  
3 ½’ x 3 ½’ opening in the top corner  
• Reversable for LH and RH pitchers • Heavy 
galvanized steel framework and legs • Easy to 
install 2.5mm black polyethylene mesh net.

BBSBCSCREEN Softball Pitcher’s 
Safety Screen
Protective screen with relief on one side to account 
for all softball pitcher’s throwing motion • Reversable 
for LH or RH pitchers • Heavy galvanized 7’ x 7’ 
steel framework and legs • 2.5mm black polyester 
mesh net.
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BASEBALL/SOFTBALL BACKSTOPS

BBSBBSTOP24S BBSBBSTOP25MS BBSBBSTOP75MWBBSBBSTOP36W BBSBBSTOP18S

Straight Backstops
As the name implies, Bison Straight Backstops are 
the same as Bison Winged Backstops but without the 
wings. Straight Backstops satisfy the needs of many 
field designs at a lower cost. All Straight Backstops 
include 12' vertical height with approximately 7', 45˚ 
hood completely covered with commercial grade 9 ga. 
chain link mesh. See chart to choose between 18' and 
24' options.

Backstop Safety Padding
Protect players with 3" thick polyurethane 
foam covered with outdoor durable 18 oz. 
vinyl in a wide range of solid colors, or let 
Bison’s Art Department design an eye-
popping, full color graphic image. Priced by 
the square foot.

Bison Backstop Chart  NOTE: ALL DIMENSIONS ARE APPROXIMATE.

Model Number
Vertical 
Height

45˚ Hood
Extension

Straight
Length

Approx. Upright 
Spacing Wings

Wing
Width (ea.)

BBSBSTOP30W 12' 7' 18' 6' Yes 6'
BBSBSTOP36W 12' 7' 24' 6' Yes 6'
BBSBSTOP18S 12' 7' 18' 6' No N/A
BBSBSTOP24S 12' 7' 24' 6' No N/A
BBSBSTOP25MS 20' N/A 25' 25' No N/A
BBSBSTOP75MW 20' N/A 25' 25' Yes 25'

Bison Baseball and Softball Backstops are super heavy and built to last. The unique 3½" 
diameter galvanized gooseneck "hooded" design eliminates connection points that add 
complexity to installation and are prone to failure. The vertical height is approximately 
12' and the 45˚ “hood" extends approximately 7' for excellent ball retainment and safety. 
Horizontal support tubes are 15/8" diameter galvanized tubing. Order Backstop Safety 
Padding separately. All vertical and hood sections are covered with commercial 9 ga. 
galvanized chain link mesh attached with 100% galvanized hardware. See chart for design 
options including PE fabric mesh options.

Approximate Backstop Upright Placement

Bison offers a variety of indoor and outdoor portable 
bleachers and permanent and portable player 
benches. Details can be found on line or in our full 
Team Sports and Park and Rec catalogs..

6'
6' 6' 25' 25'

BBSBBSTOP30W

Gooseneck 45° Hood

6'

Premium 4mm 11/8" PE 
Knotless Mesh

Winged Backstops
Bison Winged Backstops add 6', 45˚ wings to each 
end of the straight section for added safety and foul 
ball retainment. All straight sections, including the 
45˚ hood, are covered with 9 ga. chain link mesh. 
Wings are approximately 12' high without hoods. See 
chart to choose between 18' straight length or 24' 
straight length winged backstops.

Mesh Backstops
Many facilities prefer fabric mesh backstop netting. Bison’s 4mm knotless PE mesh 
has 11/8" square openings and is superior to many other mesh netting systems. The 
support structure includes 3½" diameter galvinized vertical posts on approximately 
25' and ¼" acircraft support cable. Bison PE Mesh Backstops are all 20' high and 25' 
wide. Select with or without additional 25' wide wings on each side. See the chart for 
design options.
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SPORTS FIELD NETTING SYSTEMS
Bison Sports Field Netting Systems can be used in a wide variety of circumstances to separate activity areas or 
to keep game balls from escaping the field of play. There is no limit to the length or shape of the net system that 
can be designed using these easy to design and install systems.

25'

25'BBSB2025SF

25' 25'

5 Each
BBSB2025SFEXT

EXAMPLE ORDER

How to Order
Bison Sports Field Netting Systems can be configured in any length 
including corners or angles divisible by 25' as the mesh net sections 
are 20' high and 25' wide. 
Order BBSB2025SFS for the starter section that will include two 
uprights, one 20' (H) x 25' (W) mesh net and all necessary cable 
and hardware. Order one BBSB2025SFEXT for each additional 25' 
section that you want to add to the initial 25' length. This will include 
all necessary components.
EXAMPLE: Project requires a straight section of Sports Field 
fencing that is 100' long and then another 25' on each end at a 90° 
angle. This would require one BBSB2025SFS plus five additional 
BBSB2025SFEXT. See drawing to left.  
CONSULT A BISON PRODUCT SPECIALIST FOR ASSISTANCE.

Cable Suspended Net Systems
All upright posts are 3½" diameter heavy wall galvanized capped tubing suitable 
for a full 48" of direct ground bury and extending 20’ above the field.  A tensioned 
1/4" steel aircraft cable stretches between the posts and serves as the suspension 
cable to support the extra heavy duty 4mm black mesh. The 11/8" square mesh 
openings allow the netting to be used for all sports including golf. The mesh 
comes in 20' high x 25' wide sections with heavy edge rope bindings. See How To 
Order information below to design and order all components necessary to satisfy 
your field netting needs.

Pulley Suspended Net Systems
In some circumstances it is desirable to lower or even remove net systems during 
the off season or when other activities do not require the netting. In these cases, 
the addition of a rope and pulley system allow the top of the mesh to be lowered 
and secured at any height or completely removed for future reinstallation. Each 20' 
upright post is fitted with a top rope pulley, an outdoor durable lifting rope and a 
lower tie off rope cleat. To add raising and lowering features to new systems order 
one BBSB2025LIFT for each upright post. BBSB2025LIFT must be included at 
time of original order. 

25'

BBSB2025N Replacement  
20’ x 25’ Mesh Netting
20' x 25', black, 4mm, PE, 11/8" square 
opening, multi-sport mesh.  Heavy woven 
rope mesh edges for easy and dependable 
attachment.

Premium 4mm 11/8" PE 
Knotless Mesh

NEW!
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BASEBALL/SOFTBALL PORTABLE SPORTS FENCING

How to Order
Bison Super Fence™ comes in sections that are 8' in length and are priced by the section • Baseball and softball fields vary based on level of play and actual 
field layout so each fence requirement is different • Always purchase enough sections of fencing to accommodate the highest level of play when fencing is being 
moved for different levels of play • If the distance to the centerfield fence from the back of home plate is the same in left field and right field, multiply that number 
by 1.6 to get the total length of the outfield fence • For example, a typical High School baseball fence measures 300' from the back of home plate to center field 
so 300' x 1.6 = 480 feet • 480 feet divided by 8 feet per section indicates a need for 60 sections • By comparison, the distance for Little League Major Division 
is 200' resulting in the need for 40 sections • Irregular fields require additional information to confirm sections needed • Consult your field architect or measure 
your existing field for exact outfield fence requirements.

Any Length... Any Radius One Person Setup

Make the most of your baseball and softball fields without sacrificing a professional look. Super Fence™ allows 
outfield fences to cater to little league on the same field one day and high school or collegiate play the next day 
avoiding flimsy, cheap looking portable fence options that are on the market today. 4' high x 8' long sections roll
on ballasted No Tip rear drums for easy movement on natural or artificial turf and pin together to create fences of 
any length and radius.

Choose from full graphic padded, solid color padded, wire mesh graphic windscreen or solid windscreen options or any combination. 
Since there is no protruding hardware or sharp top edges like on chain-link fences there is no need for separate top protective padding. 

BBSB4X8SFGW BBSB4X8SFSW

All Super Fence models are designed with fully welded 15/8"  round 
aluminum front frames, 15/8" galvanized steel rear support structure, and 
roll easily on two 11" diameter molded ballast drums that are filled with sand 
in the field for stability and safety. 4′ high by 8′ long sections are connected 
by two pins and allow sections to be placed in straight lines or in typical 
outfield radius. All Super Fence models can be used in combination with 
other Super Fence models to form a single outfield fence. Some field 
assembly is required.

Graphic Padded Super Fence
Fence face is constructed of 1" thick weatherproof polyethylene foam 
bonded to ½" thick rigid ACRE composite construction sheeting and 
covered with a full color graphic image printed on 18 oz. vinyl to add flair 
to your outfield fencing. Bison art department will work with you to design 
appropriate images. Order BBSB4X8SFG.

Solid Color Padded Super Fence
Same structural design as Graphic Padded Super Fence above but with 
solid color 18 oz. vinyl in your choice of colors found on page 102. Order 
BBSB4X8SFS.

Graphic Windscreen Super Fence
On many ballfields a heavy printed windscreen is the appropriate face 
on the outfield fence. Windscreen mesh comes in many colors and can 
be printed with full color images with the help of Bison’s talented art 
department staff. Windscreens are supported with rear structural members 
to avoid excessive wind impact. Order BBSB4X8SFGW.

Solid Color Windscreen Super Fence
Same design as Graphic Windscreen Super Fence above except with 
solid color windscreen. This is our lowest cost Super Fence option. Order 
BBSB4X8SFSW.

Wire Mesh Super Fence
These sections have a front face of 2" x 2" square, 11 ga., powder coated, 
welded wire mesh panels and frames that can be powder coated in one of 
optional colors. Order BBSB4X8SFM.

Graphic Padded Solid Color Padded

Graphic Windscreen Solid Color Windscreen

Wire Mesh

Connector 
Pins

NEW!
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BASEBALL/SOFTBALL PADDING SYSTEMS

All Weather ™
 
Outdoor Padding

Neither snow nor rain or heat nor gloom of night…Oh wait, that's the US Postal 
Service motto, but it also applies to our All Weather Outdoor Padding and you can add 
humidity, hail, sleet, wind, sunlight, frost and virtually any other common weather term 
to describe our padding’s durability • All Weather Padding features ½" ACRE® wood 
substitute composite eliminating rot, pests and the decay that impacts wood products, 
100% rust-proof stainless steel, brass or aluminum hardware and fittings, 3" thick 
mildew-resistant polyurethane foam and heavy outdoor durable vinyl coverings  
• Choose from sunfast solid color or full color graphic options • Each assembled panel, 
regardless of size, is vented at the bottom to allow moisture to escape, increasing both 
functional and aesthetic longevity • Outdoor padding is available in many sizes, styles, 
custom configuration and colors. All Weather padding comes standard with flange style 
mounting but consult our Bison Padding Specialists to determine if "Z" Track Mounting, 
Chain Link or Hook and Loop Mounting better fits your specific needs for part or all of 
your installation • Contact Bison for expert assistance.
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